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EAST CENTRAL RAILWAY

CORRECTION SLIP NO: 17

(GR & SR BOOK-2005)

The following corrections containing 06 items have been made in GR & SR book 2005
which are being sent for necessary compliance.  

ITEM No- 01

Existing GR 1.01 (1)  under heading  Short title and commencement  on page no. 01 is
deleted and substituted as under – 

(1)  These rules may be called the Indian Railways (Open Lines) General (Amendment)
Rules,  

          2015.
                  (Ref: Gazette Notification of India (Extra-Ordinary) G.S.R. 194 (E) dated 16.03.2015 )
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ITEM No- 02

On page no. 46, GR 3.36, in sub- rule (2) clause (a), after the word  “emergency”,  the
words  ‘ to avert an accident’ is inserted and  new clause namely  (aa)  is inserted after
clause (a), shall be read as under-
  
 (2) (a)  in case of emergency to avert an accident; or

                     (aa) where Starter and Advanced Starter taken ‘off’ for departing trains that is trains
starting  from station  after  coming  to  stop  are  required  to  be  put  back  for  the
purpose of movement of another train for precedence or crossing shall be put back
only after taking following precautions :-

(i) relevant  Starter  and  Advanced  Starter  may  be  replaced  to  ‘on’ position  and
thereafter the Loco Pilot of the train for which the signals had been taken ‘off’ shall
be advised by on-duty Station Master through a secured means of communication,
specified under special instructions or where secured means of communication are
not available, through a written memo to the effect that the said signals have been
replaced to ‘on’ and that the Loco Pilot shall not start;

(ii) till  the  Loco  Pilot  has  been  advised  through  secured  means  of  communication
referred to in sub-clause (i) or through a written memo and his acknowledgement
received, the route set shall not be altered except to avert an accident; or

                   (Authority: Gazette Notification of India (Extra-Ordinary) G.S.R. 194 (E) dated
16.03.2015 )
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ITEM No- 03

Delete the existing sub rule (1)  to (10) of SR 4.21 on page no. 116,117 & 118 and substitute as under -
             SR 4.21 [1] Existing  GR 4.21(1) & (2) (b) which is applicable to electric engine       
shall also be applicable  for  working of trains by diesel engine having twin cab.

                    (Ref: Railway Board’s letter no. 2014/Safety(A&R)/19/20 dated  15.01.2015 ) 

In reference to above, the following paras of SR are modified accordingly for working trains by 
electric and diesel engines having twin cab  –

(a) Only certified Loco Pilots and Assistant Loco Pilots for electric/diesel rolling stock shall
be allowed to drive electric / diesel rolling stock on any part of the running lines. They
shall  not  allow  anyone  to  enter  the  driving  compartment  other  than  those  who  are
authorized to do so under these rules or who hold a permit signed by the Divisional
Electrical  Engineer  (Rolling  Stock)  /  Divisional  Mechanical  Engineer  (Power).  No
person  shall  be  allowed  to  handle  any  apparatus  in  the  engine  or  in  the  driving
compartment unless he is in possession of a Loco Pilot’s Certificate of competency.

(b)   If a Loco Pilot has not driven an electric engine / diesel engine or multiple unit for six
months,  he  shall  be  re-examined  after  a  refresher  course  and  his  certificate  of
competency endorsed before he is allowed to drive again.

(c)   When a Loco Pilot has not worked on any section for six months and above, he must not
be booked on that section unless he has learnt the road and a competency certificate has
been issued in his favour. A record of all competency certificates issued to Loco Pilot
shall be maintained in the office of the Divisional Electrical Engineer (Rolling Stock) /
Divisional Mechanical Engineer (Power).

(d)  However, staff under training for driving Electric Loco/EMU or Diesel Loco/DEMU,
when  specially  authorized  by  the  Divisional  Electrical  Engineer  (Rolling  Stock)  /
Divisional Mechanical Engineer (Power), may drive such engines under the supervision
of  nominated  Loco Inspector.  While  a  trainee  is  driving  under  these  conditions,  the
supervising Loco Inspector  shall  keep a continuous watch over the trainee and keep
himself in readiness to take any action that may be required to control the train in any
emergency.

        [2]  No person shall be allowed to move any electric / diesel rolling stock within the limits of
the loco shed and stabling sidings unless he has been certified competent to do so by the
Assistant Electrical Engineer(Rolling Stock) / Assistant Mechanical Engineer(Power).

       [3] Assistant Loco Pilots may be allowed to drive the loco on certain section if duly qualified
and competency certificate issued by the Divisional Electrical / Mechanical Engineer under
direct supervision of the Loco Pilot. In case of emergency, the Assistant Loco Pilot if duly
qualified is authorized to drive the train at restricted speed not exceeding 40 kilometres per
hour up to the nearest point where he can be relieved.

      [4]  Reversing and brake handles -

       (a)  The Loco Pilot shall, when leaving any driving compartment, take the reversing handle
away with him and also the independent air brake handle on electric engines /diesel
engines where they are removable.



       (b)  To keep the dead man’s emergency gear ready to function during the  whole time that a
train  is  in  motion,  the  Loco Pilot  of  single and multiple  unit  trains  shall  keep the
reversing handle in the ‘FORWARD’ or in the ‘REVERSE’ position when the train is in
motion and shall not move the reversing handle into the ‘off’ position until after the
train has come to a stand. 

       [5]     The Loco Pilot must never relinquish possession of his reversing handle  except as
provided for in  

                these rules.
      [6]   When loco /EMU /DEMU  cannot be driven from its leading cab, the Loco  Pilot shall

follow the special instructions prescribed by the Divisional Electrical Engineer (Rolling
Stock) / Divisional Mechanical Engineer (Power).

       [7]      If control from the leading cab is not possible, the Loco Pilot shall send the Assistant
Loco Pilot to drive the engine from the trailing cab. The Loco Pilot shall be responsible for
the  correct  operation  of  the  train.  All  operations  will  be  done by  exchange  of  signals
between Loco Pilot and Assistant Loco Pilot. The speed of the train shall not exceed  40
kilometers per hour. At the first opportunity the Loco Pilot shall inform the Traction Loco
Controller / Power Controller to arrange for a relief engine.

       [8]  Duties of Loco Pilot when single or multiple unit train is disabled –
        In the event of Single or multiple unit train becoming disabled, and an assisting train,

either electric or diesel, being obtained, the Loco Pilot of the disabled train shall hand over
his reversing handle to the Loco Pilot of the assisting train. If the assisting train is in the
rear and the complete train cannot be driven from its leading driving compartment, the
Loco Pilot of the disabled train shall carry out the instructions prescribed for the Guard in
GR 4.21

       [9]  Defective automatic brake apparatus – 

       (a)    If the automatic brakes cannot be operated from any driving compartment of a single
or multiple unit electric train/ diesel train, but the driving apparatus in the leading
compartment is in working order, the Guard shall  accompany the Motorman/Loco
Pilot in the leading compartment and he shall operate the hand brake as required and
the  speed of  the  train  shall  not  exceed  10 kilometers  per  hour  or lesser  as  may
required.

       (b)  If the automatic brake apparatus in the leading compartment only is defective, then
Motorman/Loco Pilot shall drive from the leading compartment. The Guard shall be
responsible for the operation of the automatic brake from the nearest compartment to
the front in which the brake apparatus is in working order, in accordance with the
Motorman’s  /  Loco  Pilot’s  signal  and  the  speed  of  the  train  shall  not  exceed  10
kilometers per hour or lesser as may required.            

        (c)  If the driving apparatus in the leading compartment, in addition to the automatic
brake, is defective, the Guard shall travel in the leading compartment and operate the
hand brake as required. The Motorman/Loco Pilot shall drive from the nearest driving
compartment in which the driving and automatic brake apparatus is serviceable. The
Guard shall be responsible for giving such signals, as are required by means of the
Bell or Horn and the Motorman/Loco Pilot shall control the train in accordance with
these signals. The speed of the train shall not exceed 10 kilometers per hour.

        (d)  The Traffic Control shall take steps to have the train withdrawn from service at the
nearest station where siding accommodation is available.

       



                [10] Protection of single and multiple unit train stopped between stations - 

(a)   If the stoppage is caused by a defect which the Loco Pilot is competent to rectify, the
Loco Pilot shall attend to the defect provided that, if it is necessary for him to leave
the Loco Pilot’s compartment, he shall before leaving, put on the automatic brakes
fully and also apply the hand brake in his driving compartment. He shall advise the
Guard. If the stoppage is on a grade steeper than 1 in 100, the Guard shall also put on
the hand brake in the Guard’s compartment and on at least two other vehicles,  if
available.

(b) If the detention exceeds or is likely to exceed 10 minutes, the train shall be protected in
accordance with the GR 6.03.

(c) In cases where there is no competent person available in addition to the Loco Pilot and
the Guard and the Loco Pilot has to go himself to protect the train in front, he shall,
before going, carry out the precautionary measures prescribed in sub-rule (a).
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ITEM No- 04

 Delete the existing SR 4.22 on page no. 123 -124 and substitute as under –

                                SR 4.22 (a) Person authorized to ride on an Engine :- No person other than the Loco
Pilot / Motorman and Asstt. Loco pilot working the train shall ride on the engine or tender
except as stated below- 

(i) Holders of metal pass or equivalent duty pass holder.
(ii) Holders of cab passes issued by competent authority (Sr.DME(P) or DME(P) /

Sr.DEE(OP)/DEE(OP) of the Division concerned or authorized   officers of
Headquarters.

(iii) Officers  and  Inspectors  /  Supervisors  holding  card  passes  /  duty  passes
specially endorsed “available to ride on engine” when on duty.

                          ( Above card passes /duty passes issued to inspectors /supervisors of
the  department  concerned  should  be  forwarded  to  Sr.DME(P)  /  DME(P)  /
Sr.DEE(OP)/DEE(OP) by the head of the concerned department for making an
endorsement  on  these  passes  “  available  to  ride  on  engine”  as  an
authorization to travel in engine cab for foot plate.)

(iv) At  Zonal  Headquarters,  holders  of  special  passes  or  holders  of  card
passes/duty  passes  issued  to  Inspectors/Supervisors  shall  be  forwarded  to
CELE/CMPE by the PHOD/HOD of the concerned department for making an
endorsement  on  these  passes  “  available  to  ride  on  engine”  as  an
authorization to travel in engine cab for foot plate.

(v) Transportation or any other authorized official- (a) carrying out shunting or
piloting operations or (b) proceeding to work a stabled train or returning after
having done so on relief to headquarters.

                                In case of item (b) the duty pass of the official must be endorsed
by the  Station  Master  on duty to  the effect  ”permitted to  proceed by light
engine”.



(vi)       Loco Pilots/ Asstt. Loco Pilots/Motorman/Tower Wagon Operator learning the
road, if in possession of a permit issued by the Sr. Section Engineer (Loco)/
Chief Crew Controller/Traction Foreman concerned.

(vii)      However total number of authorized persons on foot plate including Loco
Pilot and Assistant Loco Pilot should not be more than five (5).  

                (b)  In exceptional circumstances, Crew/Guard, maintenance or security staff may
require  to  travel  in  the  Guard  brake  van.  Maximum  three  (3)  persons  may  be
permitted in the brake van of the passenger carrying train in addition to the Guard
after observance of all formalities.

      (c)  The number of persons permitted to travel in the brake van of goods trains, in
addition  to  the  Guard,  should  not  exceed five (5).  However,  in  emergent  cases
exception may be made for security staff,  Police, repair gangs of S&T, medical
staff etc. with the prior approval of Sr.DOM of the concerned Division.

    (d)  The above rule is also valid for travelling in the cab of DMU/EMU/DEMU MEMU.
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ITEM No- 05

Delete sub rule (3) of SR 3.84 appearing on page no. 97
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ITEM No- 06

Delete para (i) of SR 4.21(16) (D) ‘Haulage of a dead locomotive by Passenger Train’  on
page no. 122 and re- number the existing para (ii) as para (i)
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All concerned will  correct GR & SR book of East Central Railway Edition – 2005
accordingly and the same shall be brought to the notice of all the officials concerned.

                                                          
                                                                                                                      Sd/-     
                                                                                                             (Deepak Nath)
    Date:-  09.07.2015                                                                   Chief Operations Manager
                                                                                                          East Central Railway


